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Lubricious hydrophilic

coating for reduced drag

PowerTrac™ technology

enhances deliverability

Resilient hypotube for

high shaft column strength

0.69 mm (2.1 F) 

proximal shaft

Enhanced balloon material 

improves flexibility
and trackability

Platinum iridium  

marker bands  

enhance visibility

Reduced catheter profile
under the stent enables

lower crossing profiles 

0.91 mm (2.7 F) distal 

shaft 4.50–5.00 mm:  
1.07 mm (3.2 F)

Resolute Onyx™  
Drug-Eluting Stent System. Advanced Workhorse

GENERAL  
CHARACTERISTICS

 Supplied sterile.  Items per box: 1  Label color: White

PRODUCT  
DESCRIPTION

Resolute Onyx zotarolimus-eluting coronary stent builds on the Integrity™ platform’s acute procedural success1 utilizing 

Continuous Sinusoid Technology and introduces Core Wire Technology for increased radiopacity, deliverability2 and 

performance, the broadest size matrix to optimize treatment of complex clinical scenarios and the proven long-term 

safety and efficacy shown in the Global RESOLUTE Program

RESOLUTE 
INTEGRITY  
DRUG-ELUTING  
STENT SYSTEM

PRODUCT CODE STENT DIAMETER 
(MM)

STENT LENGTH 
(MM)

RONYX20008X 2.00 8

RONYX20012X 2.00 12

RONYX20015X 2.00 15

RONYX20018X 2.00 18

RONYX20022X 2.00 22

RONYX20026X 2.00 26

RONYX20030X 2.00 30

RONYX22508X 2.25 8

RONYX22512X 2.25 12

RONYX22515X 2.25 15

RONYX22518X 2.25 18

RONYX22522X 2.25 22

RONYX22526X 2.25 26

RONYX22530X 2.25 30

RONYX22534X 2.25 34

RONYX22538X 2.25 38

RONYX25008X 2.50 8

RONYX25012X 2.50 12

RONYX25015X 2.50 15

RONYX25018X 2.50 18

RONYX25022X 2.50 22

RONYX25026X 2.50 26

RONYX25030X 2.50 30

RONYX25034X 2.50 34

RONYX25038X 2.50 38

RONYX27508X 2.75 8

RONYX27512X 2.75 12

RONYX27515X 2.75 15

RONYX27518X 2.75 18

RONYX27522X 2.75 22

RONYX27526X 2.75 26

RONYX27530X 2.75 30

RONYX27534X 2.75 34

RONYX27538X 2.75 38

RONYX30008X 3.00 8

RONYX30012X 3.00 12

RONYX30015X 3.00 15

PRODUCT CODE STENT DIAMETER 
(MM)

STENT LENGTH 
(MM)

RONYX30018X 3.00 18

RONYX30022X 3.00 22

RONYX30026X 3.00 26

RONYX30030X 3.00 30

RONYX30034X 3.00 34

RONYX30038X 3.00 38

RONYX35008X 3.50 8

RONYX35012X 3.50 12

RONYX35015X 3.50 15

RONYX35018X 3.50 18

RONYX35022X 3.50 22

RONYX35026X 3.50 26

RONYX35030X 3.50 30

RONYX35034X 3.50 34

RONYX35038X 3.50 38

RONYX40008X 4.00 8

RONYX40012X 4.00 12

RONYX40015X 4.00 15

RONYX40018X 4.00 18

RONYX40022X 4.00 22

RONYX40026X 4.00 26

RONYX40030X 4.00 30

RONYX40034X 4.00 34

RONYX40038X 4.00 38

RONYX45012X 4.50 12

RONYX45015X 4.50 15

RONYX45018X 4.50 18

RONYX45022X 4.50 22

RONYX45026X 4.50 26

RONYX45030X 4.50 30

RONYX50012X 5.00 12

RONYX50015X 5.00 15

RONYX50018X 5.00 18

RONYX50022X 5.00 22

RONYX50026X 5.00 26

RONYX50030X 5.00 30

1. DELIVER study

2.  Based on bench test data vs. Promus Premier™ DES, Synergy™ II DES, Xience Xpedition™ DES, Xience Alpine™ DES,  

BioMatrix NeoFlex™ DES, Orsiro™ DES Ultimaster™ DES and Resolute Integrity™ DES.

Resolute Onyx™  
Drug-Eluting Stent System. Advanced Workhorse

COMPLIANCE  
DATA

PRESSURE  
(ATM)

STENT DIAMETER, DEPLOYED STENT I.D. (MM)

2.00 2.25 2.50 2.75 3.00 3.50 4.00 4.50 5.00

7 (709 kPa) 1.85 2.05 2.25 2.45 2.75 3.05 3.60 4.10 4.55

8 (811 kPa) 1.90 2.10 2.30 2.55 2.80 3.15 3.70 4.20 4.65

9 (912 kPa) 1.90 2.15 2.35 2.60 2.90 3.25 3.80 4.30 4.80

10 (1013 kPa) 1.95 2.20 2.45 2.65 2.95 3.35 3.85 4.40 4.90

11 (1115 kPa) 2.00 2.25 2.50 2.70 3.00 3.40 3.95 4.45 4.95

12 (1216 kPa) 2.05 2.30 2.55 2.75 3.05 3.45 4.00 4.50 5.05

13 (1317 kPa) 2.05 2.35 2.55 2.80 3.10 3.50 4.05 4.55 5.10

14 (1419 kPa) 2.10 2.35 2.60 2.80 3.10 3.55 4.05 4.60 5.15

15 (1520 kPa) 2.10 2.35 2.60 2.85 3.15 3.55 4.10 4.65 5.20

16 (1621 kPa) 2.15 2.40 2.65 2.90 3.20 3.60 4.15 4.70 5.25

17 (1723 kPa) 2.15 2.40 2.70 2.90 3.20 3.65 4.20 4.80 5.30

18 (1824 kPa) 2.20 2.45 2.70 2.95 3.25 3.70 4.25 4.85 5.35

19 (1925 kPa) 2.20 2.45 2.75 3.00 3.30 3.75 4.30 – –

20 (2027 kPa) 2.25 2.50 2.75 3.00 3.35 3.80 4.35 – –

21 (2128 kPa) 2.25 2.50 2.80 3.05 3.40 3.80 4.40 – –

MSID 3.25 3.25 3.25 3.75 3.75 4.75 4.75 5.75 5.75

Nominal pressure Rated burst pressure1 Maximum Stent I.D.2 

1. Do not exceed rated burst pressure. 

2. Do not postdilate greater than listed value.


